
Vista VIP & VA Series
IP and Analogue CCTV ranges 
of cameras and recorders 

ESTABLISHED
FOR OVER

YEARS

Warehouses

Suitable 
for a huge 
variety of 

installation 
scenarios, 
including:

ResidentialCommercial

RetailFactories

Competitive
prices

Plug 
& play

Easy 
remote 
APP

Up to 
3 years 
warranty

Advanced
Replacement

UK-Based
Technical
Support



Where are you installing the camera / what needs to 
be secured? 

Bullet Cameras
Popular for commercial 	& 				  
other scenarios     

•	 Visible deterrent
•	 Extended IR capability for 				  

low-light conditions

Dome Cameras
Popular for retail, warehouses, 			 
offices & other scenarios    

•	 Popular choice
•	 Vandal & tamper resistant
•	 Small, discreet profile

Turret Cameras
Popular for residential & 					  
other scenarios    

•	 Aesthetic low profile
•	 Versatile to suit all environments
•	 Good low light performance

Choose Camera Housing1

Fixed Lens

•	 Ideal for small to medium environments
•	 Reduced installation time (no need to set up the focus)

Varifocal Lens

•	 Greater flexibility to select the right lens for your 
application

•	 You can adjust the viewing angle & magnification
•	 Remotely adjust the angles & view after installation 	

to meet the end user’s requirements

Choose Camera Lens2

Steps to build your CCTV system

Dual Light / Dual Light 
Plus Cameras
Vista Dual Light cameras use both IR 
and White light for image capture, 
combined with motion detection. In no-
light scenarios, they capture sharp black 
& white footage using built-in Infrared 
(IR). Suppose the camera detects 
movement in the scenario, such as a 
human intruder, the built-in White 
Light will activate. In that case, this 
lights up the scenario, allowing for a 
full-colour image of the intruder, whilst 
behaving as a visual deterrent. Dual 
Light Plus cameras have the additional 
benefit of an onboard microphone, 
speaker, and more advanced analytics, 
providing an extra layer of security.

Smart-ISP Cameras
Our Smart-ISP cameras are perfect for 
scenarios where light pollution must 
be kept to an absolute minimum, 
such as installations that are located 
close to homes. The technology inside 
the cameras allows you to capture a 
low-light scene without the need for 
intrusive white light LEDs or Infrared 
(IR). This results in sharp, full-colour 
images at any time of the day - even 
in near pitch-black darkness! They 
also come with the added benefit of 
analytics and an onboard microphone, 
and the turret model includes a White 
Light LED mode for when there is 
absolutely no ambient light.

Introduction to Vista 

No intruder - IR mode active Intruder - White Light Mode activated

Daytime footage Night-time footage 

Infrared (IR) Cameras
Vista offers a wide range of cost-
effective CCTV cameras that feature 
built-in Infrared (IR) image sensors. 
They are ideal for internal or external 
scenarios where discreet, non-intrusive 
surveillance is required - particularly 
where stealth is preferred or visible 
lighting is not allowed. During the 
daytime, when light is available, they 
will provide sharp, full colour footage. 
At night time, or in total darkness 
environments, the IR will provide clear, 
high contrast black & white footage 
that is easy to interpret. Our IR cameras 
also offer a number of additional 
benefits, such as Dual Stream, Triple 
Stream, Analytics, as well as PTZ and 
Fisheye lens options.

Daytime footage Night-time footage - IR mode active

Vista is a UK-based manufacturer of CCTV and security accessories, with a range of 
products that fulfil the needs of installers, integrators, and end-users. With over 30 
years of industry experience, Vista remains flexible in a changing marketplace and has 
developed products in response to customer feedback.

We provide video surveillance products that not only feature some of the best benefits 
and technology - they also offer flexibility, affordability and are quick and easy to install - 
saving you time and money.

ESTABLISHED
FOR OVER

YEARS

Vizion Video Management 
& Remote Software App

Protect your customer’s home or business with a simple plug and 
play installation and offer your customer a free Vista Vizion Remote 
+ App to view their CCTV while they are on holiday or elsewhere!

Intuitive 
management 
software

Remotely access & 
manage cameras, 
recorders & more

Integrate CCTV, 
Access Control & 
Intruder systems

Straightforward 
set up, navigation 
& control

Visit the Vista Vizion 
download page to access 
our free software apps:

norbain.com/vista-vizion

How many cameras will you be using?

•	 This will determine how many camera channels you 
require on a recorder to cover your complete set-up. 	
Our recorders offer 4, 8, 16 and 32 channel options

What resolution do your chosen cameras offer?

•	 Choose a recorder that can output your camera’s 
maximum resolution. Our recorders come in options 
offering up to 12MP or up to 16MP

Choose a Recorder3



SPECIFICATIONS ANALYTICS OPTIONAL ACCESSORIES
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Dual Light Camera Options

  

TURRET

•	3 illumination modes, Smart IR, white 
light LED, Smart IR & white light LED 
combined 

•	120dB WDR
•	ONVIF Profile S, G and T
•	Corridor Mode
•	H.264 & H.265 Dual streaming
•	MicroSD card up to 512GB
•	IR up to 30m
•	White light LED up to 30m 

VIP-T4MP28IRWLMe 10984360 4MP Fixed 2.8mm - IP67 - - - - - -

•	VIP-JB02 Junction Box
•	VIP-JBWM02 Junction Box & Wall Mount
•	VIP-PM03 Pole Mount for VIP-JBWM01/02/03
•	VIP-JB02-BLK Junction Box Black

TURRET VIP-T4MP28IRWLMe-BLK 10982540 4MP Fixed 2.8mm - IP67 - - - - - -

 

TURRET VIP-T8MP28IRWLMe 10982640 8MP Fixed 2.8mm - IP67 - - - - - -

Dual Light Plus Camera Options

 
BULLET

•	3 illumination modes, Smart IR, white 
light LED, Smart IR & white light LED 
combined

•	Analytically driven audio and visual 
deterrents

•	120dB WDR
•	ONVIF Profile S, G and T
•	Corridor Mode
•	H.264 & H.265 triple streaming
•	MicroSD card up to 512GB
•	IR up to 30m
•	White light LED up to 10m (Turret only ) 

and 30m (Bullet only)  
•	Integrated internal speaker for 

announcing pre-recorded alerts

VIP-B5MP28IRWLM 10935900 5MP Fixed 2.8mm - IP67 - -

•	VIP-JB07 Junction Box 
•	VIP-PM01 Pole Mount for JB05/06/07

VIP-B8MP28IRWLM 10935910 8MP Fixed 2.8mm - IP67 - -

 

TURRET VIP-T5MP28IRWLM 10911560 5MP Fixed 2.8mm - IP67 - -

•	VIP-JB02 Junction Box
•	VIP-JBWM02 Junction Box & Wall Mount
•	VIP-PM03 Pole Mount for VIP-JBWM01/02/03
•	VIP-JB02-BLK Junction Box Black

Dual Light Plus with Smart-ISP Camera Options

 

 

TURRET

•	3 illumination modes, Smart IR, white 
light LED, Smart IR & white light LED 
combined

•	Analytically driven audio and visual 
deterrents

•	Integrated internal speaker for 
announcing pre-recorded alerts

•	Smart ISP night view technology
•	130dB WDR
•	ONVIF Profile S, G and T
•	Corridor Mode
•	H.264 & H.265 triple streaming
•	MicroSD Card up to 512GB

VIP-T4MP28IRWLM-WI 10993900 4MP Fixed 2.8mm IP67 -

•	VIP-JB02 Junction Box
•	VIP-JBWM02 Junction Box & Wall Mount
•	VIP-PM03 Pole Mount for VIP-JBWM01/02/03

VIP-T8MP28IRWLM-WI 10993910 8MP Fixed 2.8mm IP67 -

Smart-ISP Camera Options

DOME
•	Smart ISP night view technology
•	120dB WDR
•	ONVIF Profile S, G and T
•	Corridor Mode
•	H.264 & H.265 dual streaming
•	MicroSD Card up to 512GB

VIP-D4MP28M-WI 10966380 4MP Fixed 2.8mm - - IP67/IK10 - - - - - -
•	VIP-JB03 Junction box
•	VIP-JBWM03 Junction Box & Wall Mount 
•	VIP-PM03 Pole Mount for VIP-JBWM01/02/03

TURRET VIP-T4MP28WLM-WI 10958320 4MP Fixed 2.8mm - IP67 - - - - - -
•	VIP-JB09 Junction Box
•	VIP-JBWM02 Junction Box & Wall Mount
•	VIP-PM03 Pole Mount for VIP-JBWM01/02/03

Vista VIP Series - IP Camera Options
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Infrared (IR) Camera Options - Dual Stream

BULLET

•	120dB WDR
•	ONVIF Profile S, G and T
•	Corridor Mode
•	H.264 & H.265 dual streaming
•	MicroSD card up to 512GB
•	IR up to 40m

VIP-B5MP28V12IRMe 10935870 5MP 2.8-12mm - - IP67 - - - - - - •	VIP-JB07 Junction Box 
•	VIP-PM01 Pole Mount for JB05/06/07

DOME VIP-D5MP28V12IRMe 10935880 5MP 2.8-12mm - - IP67/IK10 - - - - - -
•	VIP-JB03 Junction Box 
•	VIP-JBWM03 Junction Box & Wall Mount
•	VIP-PM03 Pole Mount for VIP-JBWM01/02/03

DOME VIP-D4MP28IRVRMe 10965840 4MP Fixed 2.8mm - - IP67/IK10 - - - - - -
•	VIP-JB02 Junction Box 
•	VIP-JBWM02 Junction Box & Wall Mount
•	VIP-PM03 Pole Mount for VIP-JBWM01/02/03

TURRET VIP-T5MP28V12IRMe 10935890 5MP 2.8-12mm - - IP67 - - - - - -
•	VIP-JB03 Junction Box 
•	VIP-JBWM03 Junction Box & Wall Mount
•	VIP-PM03 Pole Mount for VIP-JBWM01/02/03

TURRET VIP-T4MP28IRMe 10965850 4MP Fixed 2.8mm - - IP67 - - - - - -
•	VIP-JB02 Junction Box 
•	VIP-JBWM02 Junction Box & Wall Mount
•	VIP-PM03 Pole Mount for VIP-JBWM01/02/03

Infrared (IR) Camera Options - Triple Stream

DOME

•	120dB WDR
•	ONVIF Profile S, G and T
•	Corridor mode
•	H.264/H.265 triple streaming
•	MicroSD card up to 512GB
•	IR up to 30m
•	Alarm & Audio I/O	

VIP-D5MP28IRVRAUAL 10910320 5MP Fixed 2.8mm - - IP67/IK10 - - - -
•	VIP-JB02 Junction Box
•	VIP-JBWM02 Junction Box and Wall Mount
•	VIP-PM03 Pole Mount for VIP-JBWM01/02/03

BULLET

•	120dB WDR
•	ONVIF Profile S, G and T
•	Corridor mode
•	H.264/H.265 triple streaming
•	MicroSD card up to 512GB
•	IR up to 50m
•	Alarm & Audio I/O

VIP-B5MP27V135IRAUAL 10910390 5MP 2.7-13.5mm - - IP67/IK10 - - - •	VIP-JB06 Junction Box
•	VIP-PM01 Pole Mount for JB05/06

TURRET

•	120dB WDR
•	ONVIF Profile S, G and T 
•	Corridor Mode
•	H.264 & H.265 triple streaming
•	MicroSD card up to 512GB
•	IR up to 30m

VIP-T5MP28IRM 10910350 5MP Fixed 2.8mm - - IP67 - - -

•	VIP-JB02 Junction Box
•	VIP-JBWM02 Junction Box & Wall Mount
•	VIP-PM03 Pole Mount for VIP-JBWM01/02/03

VIP-T8MP28IRM 10910370 8MP Fixed 2.8mm - - IP67 - - -

Infrared (IR) Camera Options - PTZ

 

PTZ

•	120dB WDR
•	ONVIF profile S, G and T
•	H.264 & H.265 triple streaming
•	MicroSD card up to 512GB
•	IR up to 100m
•	Alarm & Audio I/O
•	25x Optical Zoom
•		360° pan range	

VIP-P4MPX25IRVRAUAL 10910430 4MP 4.8-120mm - - IP67/IK10 - -

•	VIP-CM01 Corner Mount
•	VIP-JB01 Junction Box
•	VIP-PM02 Pole Mount
•	VIP-WM01 Wall Mount

Infrared (IR) Camera Options - Fisheye

FISHEYE

•	120dB WDR
•	ONVIF Profile S, G and H.264 & H.265 

triple streaming
•	MicroSD card slot up to 512GB
•	IR up to 10m
•	Alarm & Audio I/O		

VIP-F5MP14IRMAUAL 10910260 5MP Fixed 1.4mm - - IP66/IK10 - - - - - - -
•	VIP-JB03 Junction Box
•	VIP-JBWM03 Wall mount & Junction Box
•	VIP-PM03 Pole Mount for VIP-JBWM01/02/03

VIP-F12MP18IRMAUAL 10952930 12MP Fixed 1.8mm - - IP67/IK10 - - - - - •	VIP-JB08 Junction Box

Vista VIP Series - IP Camera Options
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IP RECORDER - 4 CHANNEL

•	Available 4, 8, 16 & 32 channels
•	HDMI and VGA duplicate simultaneous 

output
•	Vista Vizion mobile and PC 

applications
•	Corridor display mode
•	Support H.265/H.264 video formats
•	Dual stream recording
•	Plug & play with 16 independent PoE 

network ports
•	ONVIF Profile S, G and T

VIP-NVR0416MP-IQ 10981070 Chassis Only

4 Up to 16MP Simultaneous 80|80 Single 1 0|0 •	N/AVIP-NVR0416MP-IQ-2TB 11004800 2TB

VIP-NVR0416MP-IQ-4TB 11006830 4TB

IP RECORDER - 8 CHANNEL

VIP-NVR0816MP-IQ 10981060 Chassis Only

8 Up to 16MP Simultaneous 80|80 Single 1 0|0 •	N/AVIP-NVR0816MP-IQ-4TB 11019100 4TB

VIP-NVR0816MP-IQ-8TB 11019110 8TB

IP RECORDER - 16 CHANNEL

VIP-NVR1612MP-IQ 10981050 Chassis Only

16 Up to 12MP Simultaneous 160|120 Single 2 8|2 •	N/A (Includes rack mount ears)VIP-NVR1612MP-IQ-16TB 11019180 16TB

VIP-NVR1612MP-IQ-24TB 11019190 24TB

IP RECORDER - 32 CHANNEL

VIP-NVR3212MP-IQ 10981040 Chassis Only

32 Up to 12MP Simultaneous 160|120 Single 4 16|4 •	N/A (Includes rack mount ears)VIP-NVR3212MP-IQ-32TB 11019120 32TB

VIP-NVR3212MP-IQ-48TB 11003540 48TB

DUAL NIC
IP RECORDER - 32 CHANNEL

•	Non-PoE
•	HDMI and VGA independent output
•	Vista Vizion mobile and PC 

applications
•	Corridor display mode
•	Support H.265/H.264 video formats
•	Dual NIC
•	ONVIF Profile S, G and T

VIP-NVR3212MP-NP 10952920 Chassis only

32 Up to 12MP - Independent 320Mbps|160Mbps Dual 4 16|4 •	N/A (Includes rack mount ears)

VIP-NVR3212MP-NP-12TB 11019130 12TB

VIP-NVR3212MP-NP-18TB 11019150 18TB

VIP-NVR3212MP-NP-24TB 11019160 24TB

Vista VIP Series - IP Recorder Options 



*Supports CS lenses out of the box, for C Mount lenses a C/CS adapter is required (not included). Please note: Lens available separately.
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DOME

•	AHD/TVI/CVI/CVBS Video Support
•	2.8-12mm Varifocal Motorised Lens
•	IP67 Ingress Protection
•	IK10 Vandal Resistance
•	Includes 24vac to 12vdc convertor

VA-D2MP28V12IRVR+C v2 11006710 2MP

Colour: 0.001 lux@
F1.2, AGC ON; B/W: 

0 lux with IR
2.8-12mm

120dB WDR 85° ~ 34° Up to 50m

-30°C ~ 50°C <6W

•	0922050 VA-JB01 Weatherproof  Junction Box
•	0785200 VPSU12-1000E 12VDC 1A, Encapsulated PSU
•	0785210 VPSU12-2000e 12VDC 2A Encapsulated PSU
•	0785220 VPSU1221EXTe 12VDC 1 x 2A, IP68 PSU

VA-D5MP28V12IRVR+C 10966680 5MP Digital WDR 91.2° ~ 34°  up to 30m

BULLET

•	AHD/TVI/CVI/CVBS Video Support
•	2.8-12mm Varifocal Motorised Lens
•	IP67 Ingress Protection
•	Includes 24vac to 12vdc convertor

VA-B2MP28V12IR+C 10966660 2MP Colour: 0.001 lux@
F1.2, AGC ON; B/W:

0 lux with IR
2.8-12mm Digital WDR

85° ~ 34°

50m -30°C ~ 50°C <6W

•	0870400 VL-BLJB Weatherproof Junction Box
•	0922070 VA-JB03 Internal Junction Box
•	0785200 VPSU12-1000E 12VDC 1A, Encapsulated PSU
•	0785210 VPSU12-2000e 12VDC 2A Encapsulated PSU
•	0785220 VPSU1221EXTe 12VDC 1 x 2A, IP68 PSU

VA-B5MP28V12IR+C 10966670 5MP 91.2° ~ 33.4°

EYEBALL/
TURRET

•	AHD/TVI/CVI/CVBS Video Support
•	2.8-12mm Varifocal Motorised Lens
•	IP67 Ingress Protection
•	Includes 24vac to 12vdc convertor

VA-T2MP28V12IR+C 10966640 2MP Colour: 0.001 lux@
F1.2, AGC ON; B/W: 

0 lux with IR
2.8-12mm Digital WDR

85° ~ 34°

30m -30°C ~ 50°C <8.5W

•	0871810 VL-EDJB Weatherproof Junction Box
•	0922060 VA-JB02 Internal Junction Box
•	0785200 VPSU12-1000E 12VDC 1A, Encapsulated PSU
•	0785210 VPSU12-2000e 12VDC 2A Encapsulated PSU
•	0785220 VPSU1221EXTe 12VDC 1 x 2A, IP68 PSU

VA-T5MP28V12IR+C 10966620 5MP 91.2° ~ 33.4°

PTZ

•	AHD/TVI/CVBS Video Support
•	20x Optical Zoom
•	4 Input and 2 Output alarms
•	IP66 Ingress Protection
•	IK10 Vandal Resistance
•	24vac/12vdc compatible

VA-HDA20-SMW 11002370 2MP Colour: 0.003 Lux 4.7-94mm 120dB WDR 52.2° ~ 2.74° #NA -40°C ~ 50°C 12W

•	0811180 DJBW Junction Box
•	0366950 VDM-WMVRD + 0366930 VDM-WMJB Wall 

Mount and Junction Box
•	0718920 VDM-ECMAW Corner Mount requires Wall 

Mount and Junction Box

SPECIFICATIONS
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HYBRID RECORDER - 4 CHANNEL

•	NDAA Compliant
•	Available in 4, 8, 16 & 32 channels
•	HDA Resolutions up to 8MP
•	IP camera support up to 8MP
•	HDMI and VGA simultaneous output
•	Vista Vizion mobile and PC 

applications
•	Support H.265/H.264 video formats
•	Dual stream recording
•	ONVIF Profile S, G and T
•	Audio over TVI (TVI supported 

cameras only)
•	CVBS spot monitor – single/sequence
•	1 audio output and 1 audio input + 

HDMI

VA-DVR0405MP 10910670 Chassis only

4 2 6
Up 
to 

5MP

Up 
to 

5MP

5MP @20fps; 
4MP @30fps; 

1080P @30fps; 
720P @30fps

5MP Lite @12fps; 
4MP Lite @15fps; 

1080P @15fps; 
720 @30fps

1 × 4MP @30; 
2 × 1080P @30

1 x RJ45 
10/100

40Mbps 
(Up to 48Mbps 

using IP) | 48Mbps
Simultaneous 1|8TB 4|1

VA-DVR0405MP-1TB 10941870 1TB

VA-DVR0405MP-2TB 10941880 2TB

VA-DVR0405MP-4TB 10914890 4TB

HYBRID RECORDER - 8 CHANNEL

VA-DVR0805MP 10910680 Chassis only

8 4 12
Up 
to 

5MP

Up 
to 

5MP

5MP @20fps; 
4MP @30fps; 

1080P @30fps; 
720P @30fps

5MP Lite @12fps; 
4MP Lite @15fps; 

1080P @15fps; 
720 @30fps

1 × 8MP @30; 
2 × 4MP @30;

4 × 1080P @30

1 x RJ45 
10/100

40Mbps 
(Up to 48Mbps 

using IP) | 48Mbps
Simultaneous 1|8TB 4|1

VA-DVR0805MP-2TB 10914900 2TB

VA-DVR0805MP-4TB 10914910 4TB

VA-DVR0805MP-6TB 10914920 6TB

VA-DVR0805MP-8TB 10914930 8TB

HYBRID RECORDER - 16 CHANNEL

VA-DVR1605MP 10910690 Chassis only

16 8 24
Up
to

5MP

Up
to

5MP

5MP @20fps;
4MP @30fps;

1080P @30fps;
720P @30fps

5MP Lite @12fps;
4MP Lite @15fps;

1080P @15fps;
720 @30fps

2 × 8MP @30,
4 × 4MP @30,
8 × 1080P @30

1 x RJ45
10/100/1000

40Mbps
(Up to 48Mbps

using IP) |
48Mbps

Simultaneous 2|8TB 4|1

VA-DVR1605MP-4TB 10914940 4TB

VA-DVR1605MP-6TB 10914950 6TB

VA-DVR1605MP-8TB 10914960 8TB

VA-DVR1605MP-10TB 10914970 10TB

HYBRID RECORDER - 32 CHANNEL

VA-DVR3208MP 10996950 Chassis 
only 32 4 36

Up 
to 

8MP

Up 
to 

8MP

8MP @15fps;
5MP @20fps;
4MP @30fps;

1080P @30fps;
720P @30fps

8MP Lite @8fps;
5MP Lite @12fps; 
4MP Lite @15fps; 

1080P @25fps; 
720 @30fps

2 x 8MP @30; 
4 x 4MP @30; 

8 x 1080P @30; 
16 x 720P @30; 

36 x D1 @30;  

1 x RJ45 
10/100/1000

160Mbps 
(Up to 224 Mbps 

using IP) | 160Mbps
Simultaneous 4|12TB 16|6

Vista VA Series - Analogue Camera Options

Vista VA Series - Hybrid Recorder Options
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IP Accessories

Image Description Vista Part No.

•	Vista 305m CAT6 4 Pair UTP Black Duct (PE) Sheath CAT6/UTP/305M/PE/BLACK 

•	0.5, 1, 2 & 3m Patch cables - Available in Cat5e PVC & 
Cat6 LSZH

•	Black, Blue, Brown (Cat5e only), Green, Grey, Orange, 
Pink, Red, Violet, White & Yellow

Various

Monitors

Image Description Vista Part No.

•	32” Monitor with HDMI, VGA & BNC - Includes 
pedestal, HDMI and VGA cable VM32

•	21.5” Monitor with HDMI & VGA - Includes pedestal, 
HDMI and VGA cable VM215e

Make sure you’ve got everything 
you need for your installation
Vista has a huge range of accessories called ‘Essentials by Vista’, designed 
to make every job as simple as possible. Below are just a few examples. 

IP Switches

Image Description Vista Part No.

•	4 Port Unmanaged PoE Switch VSW04

•	8 Port Unmanaged PoE Switch VSW08

•	16 Port Unmanaged PoE Switch VSW16

•	24 Port Unmanaged PoE Switch VSW24

Essentials
by

Universally compatible

The Essentials by Vista accessory range option is not only the ideal choice for Vista’s CCTV cameras and 
recorders - in fact, the range is universally compatible with the majority of CCTV brands! This means, no 
matter who manufactures your existing CCTV equipment, we’ve got the right bit of kit to get your video 
surveillance system up and running, then keep it that way!

mailto:info@vista-cctv.com
http://www.vista-cctv.com
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