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AUDIO & VIDEO KITS CATALOGUE

VR4K/CL SERIES VANDAL RESISTANT DIGIPHONE KIT
As the VR4K audio kit with the addition of a VIDEX codelock module Art.VR4KCLM. This additional feature allows the user to open 
the door from outside by typing the relevant access code into the keypad.

VR4K-1/CL
One button flush door entry kit comprising of:

1 Outdoor station including a one button speaker unit module Art.VR4KAM-1, a digital codelock module Art.VR4KCLM (2 codes 
/ 2 relays) and a flush mounting box with module support and hinge Art.4852. Standard finish: brushed stainless steel for the front 
plate and gun metal grey for the module support.

1 Art.3111 3000 Series wall mount telephone with “door open” and “service” push buttons and electronic call tone with 3 level 
adjustable volume control.

1 Art.520M Power Supply in a type A 8 module DIN box.

Packing: cardboard 41x29x7cm total weight Kg. 3.0

VR4K-2/CL
As VR4K-1/CL but two call button version with a 2 call button speaker unit Art.VR4KAM-2 and 2 telephones.
Packing: cardboard 41x29x7cm total weight Kg. 3.35

VR4K-1S/CL, VR4K-2S/CL
As kits above but with surface mounting box Art.4882.
Packing: the same as the relevant flush mount version but with total weight 3.5 Kg for one button version and 3.85 Kg for 2 button 
version.

The module support frames are available in other finishes, see picture 5 on page 35 for available versions and additional 
suffix to use for orders.

Vandal Resistant AUDIO KITS VR4K/CL Audio Kit

2 push button panel
Posto esterno a 2 pulsanti

Poste extérieur à 2 boutons
Placa exterior 2 butones

Flush
Incasso

Encastrement
Por empotrar

Surface
Superficie
Superficie
Superifcie

13


