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Read this first
Read through this Installation Guide carefully before
installing the product. Keep the Installation Guide
for future reference.

Legal considerations
Video and audio surveillance can be regulated by
laws that vary from country to country. Check the
laws in your local region before using this product
for surveillance purposes.

Liability
Every care has been taken in the preparation of this
document. Please inform your local Axis office of
any inaccuracies or omissions. Axis Communications
AB cannot be held responsible for any technical or
typographical errors and reserves the right to make
changes to the product and manuals without prior
notice. Axis Communications AB makes no warranty
of any kind with regard to the material contained
within this document, including, but not limited to,
the implied warranties of merchantability and fitness
for a particular purpose. Axis Communications AB
shall not be liable nor responsible for incidental
or consequential damages in connection with the
furnishing, performance or use of this material. This
product is only to be used for its intended purpose.

Intellectual property rights
Axis AB has intellectual property rights relating to
technology embodied in the product described in this
document. In particular, and without limitation, these
intellectual property rights may include one or more
of the patents listed at axis.com/patent.htm and
one or more additional patents or pending patent
applications in the US and other countries.

Equipment modifications
This equipment must be installed and used in
strict accordance with the instructions given in
the user documentation. This equipment contains
no user-serviceable components. Unauthorized
equipment changes or modifications will invalidate
all applicable regulatory certifications and approvals.

Trademark acknowledgements
AXIS COMMUNICATIONS, AXIS and VAPIX are
registered trademarks or trademark applications of
Axis AB in various jurisdictions. All other company
names and products are trademarks or registered
trademarks of their respective companies.

Regulatory information
Europe

This product complies with the applicable CE marking
directives and harmonized standards:
• Electromagnetic Compatibility (EMC) Directive

2014/30/EU. See Electromagnetic compatibility
(EMC) on page 2 .

• Low Voltage Directive (LVD) 2014/35/EU. See
Safety on page 3 .

• Restrictions of Hazardous Substances (RoHS)
Directive 2011/65/EU. See Disposal and
recycling on page 3 .

A copy of the original declaration of conformity
may be obtained from Axis Communications AB. See
Contact information on page 3 .

Electromagnetic compatibility (EMC)
This equipment has been designed and tested to fulfill
applicable standards for:
• Radio frequency emission when installed

according to the instructions and used in its
intended environment.

• Immunity to electrical and electromagnetic
phenomena when installed according to
the instructions and used in its intended
environment.

USA
This equipment has been tested and found to
comply with the limits for a Class A digital device,
pursuant to part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against
harmful interference when the equipment is operated
in a commercial environment. This equipment
generates, uses, and can radiate radio frequency
energy and, if not installed and used in accordance
with the instruction manual, may cause harmful
interference to radio communications. Operation of
this equipment in a residential area is likely to cause
harmful interference in which case the user will
be required to correct the interference at his own
expense. The product shall be properly grounded.
Canada
This digital apparatus complies with
CAN ICES-3 (Class A). The product shall be
properly grounded. Cet appareil numérique est
conforme à la norme CAN NMB-3 (classe A). Le
produit doit être correctement mis à la terre.
Europe
This digital equipment fulfills the requirements for RF
emission according to the Class A limit of EN 55022.
The product shall be properly grounded. Notice! This
is a Class A product. In a domestic environment this
product may cause RF interference, in which case the
user may be required to take adequate measures.
Australia/New Zealand
This digital equipment fulfills the requirements
for RF emission according to the Class A limit of
AS/NZS CISPR 22. The product shall be properly
grounded. Notice! This is a Class A product. In a
domestic environment this product may cause RF
interference, in which case the user may be required
to take adequate measures.
Japan
この装置は、クラスA情報技術装置です。こ
の装置を家庭環境で使⽤すると電波妨害を
引き起こすことがあります。この場合には使
⽤者が適切な対策を講ずるよう要求される



ことがあります。本製品は、適切に接地し
てください。
Korea
이 기기는 업무용 환경에서 사용할 목적으로
적합성평가를 받은 기기로서 가정용 환경에서
사용하는 경우 전파간섭의 우려가 있습니다.
제품은 적합하게 접지 되어야 합니다.

Safety
This product complies with IEC/EN/UL 60950-1,
Safety of Information Technology Equipment.
If its connecting cables are routed outdoors, the
product shall be grounded either through a shielded
network cable (STP) or other appropriate method.
The power supply used with this product shall fulfill
the requirements for Safety Extra Low Voltage
(SELV) and Limited Power Source (LPS) according to
IEC/EN/UL 60950-1.

Disposal and recycling
When this product has reached the end of its
useful life, dispose of it according to local laws
and regulations. For information about your
nearest designated collection point, contact your
local authority responsible for waste disposal. In
accordance with local legislation, penalties may be
applicable for incorrect disposal of this waste.
Europe

This symbol means that the product shall
not be disposed of together with household or
commercial waste. Directive 2012/19/EU on waste
electrical and electronic equipment (WEEE) is
applicable in the European Union member states.
To prevent potential harm to human health and the
environment, the product must be disposed of in an
approved and environmentally safe recycling process.
For information about your nearest designated
collection point, contact your local authority
responsible for waste disposal. Businesses should
contact the product supplier for information about
how to dispose of this product correctly.
This product complies with the requirements of
Directive 2011/65/EU on the restriction of the use
of certain hazardous substances in electrical and
electronic equipment (RoHS).
China

This product complies with the requirements
of SJ/T 11364-2014, Marking for the restriction of
hazardous substances in electrical and electronic
products.
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0: 表示该有毒有害物质在该部件所有均质
材料中的含量均在GB/T 26572标准规定的
限量要求以下。
X:表示该有毒有害物质至少在该部件的某
一均质材料中的含量超出GB/T 26572标准规
定的限量要求。

Contact information
Axis Communications AB
Emdalavägen 14
223 69 Lund
Sweden
Tel: +46 46 272 18 00
Fax: +46 46 13 61 30
axis.com

Warranty information
For information about Axis’ product warranty and
thereto related information, go to axis.com/warranty

Support
Should you require any technical assistance, please
contact your Axis reseller. If your questions cannot
be answered immediately, your reseller will forward
your queries through the appropriate channels to
ensure a rapid response. If you are connected to the
Internet, you can:
• find answers to resolved problems in the FAQ

database, search by product, category, or phrase
• report problems to Axis support staff by logging

in to your private support area
• chat with Axis support staff
• visit Axis Support at axis.com/support



Learn more!
Visit Axis learning center axis.com/academy for
useful trainings, webinars, tutorials and guides.
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English

Safety information
Hazard levels
DANGER

Indicates a hazardous situation which, if not avoided,
will result in death or serious injury.

WARNING
Indicates a hazardous situation which, if not avoided,
could result in death or serious injury.

CAUTION
Indicates a hazardous situation which, if not avoided,
could result in minor or moderate injury.

NONONOTICETICETICE
Indicates a situation which, if not avoided, could
result in damage to property.

Other message levels
Important
Indicates significant information which is essential
for the product to function correctly.

Note
Indicates useful information which helps in getting
the most out of the product.

Safety instructions
NONONOTICETICETICE
• The Axis product shall be used in compliance

with local laws and regulations.
• Axis recommends using a shielded network cable

(STP) CAT5 or higher.
• Store the Axis product in a dry and ventilated

environment.
• Do not install the product on unstable poles,

brackets, surfaces or walls.
• Use only applicable tools when installing the Axis

product. Using excessive force with power tools
could cause damage to the product.

• Do not use chemicals, caustic agents, or aerosol
cleaners.

• Use a clean cloth dampened with pure water for
cleaning.

• Use only accessories that comply with the
technical specification of your product. These
can be provided by Axis or a third party. Axis
recommends using Axis power source equipment
compatible with your product.

• Use only spare parts provided by or recommended
by Axis.

• Do not attempt to repair the product yourself.
Contact Axis support or your Axis reseller for
service matters.

• The power supply shall be plugged in to a socket
outlet installed near the product and shall be
easily accessible.

Transportation
NONONOTICETICETICE
• When transporting the Axis product, use the

original packaging or equivalent to prevent
damage to the product.

Requirements for Compliance with
UL294 6th Edition
This section contains information and instructions
required for UL compliance. To make sure the
installation is UL compliant, follow the instructions
below in addition to the general information and
instructions provided throughout this document. In
cases where pieces of information contradict each
other, the requirements for UL compliance always
replace general information and instructions.

About AXIS A9801 Security Relay
AXIS A9801 Security Relay improves security for
doors controlled by Axis network video door stations.
The product is placed on the secure side of the door.
At any attempt to tamper with the door station,
AXIS A9801 cuts the connection to the door strike
and ensures that the door remains securely locked.

Safety instructions
• The Axis product is designed to be used

with the UL294 listed, Axis Communications
model AXIS A8105-E Network Video Door
Station. To ensure that the installation is
UL compliant, follow the instructions in the
AXIS A8105-E Network Video Door Station
Installation Guide.

• The Axis product shall be installed and serviced
by a factory trained professional.

• The Axis product shall be installed indoors,
within the protected or restricted area.

• The Axis product is not intended to be installed
or mounted in air-handling spaces.

• This product must be powered by the 12 V DC
output of the AXIS A8105–E Network Video
Door Station (maximum current 350 mA).
Higher ratings (700 mA) are not evaluated by
UL.

• All wiring methods shall be performed in
accordance with NFPA70, local codes and
authorities having jurisdiction.

• Recommended test method: Verify that the
security relay is connected to the door station
by unlocking the door using the door station.
Test frequency: once a year.

• When the Axis product has reached the end of
its useful life, dispose of it according to local
laws and regulations. The product should not
be disposed of together with household or
commercial waste. See Disposal and recycling
on page 3 .

• Wiring



- Product is not
intended for outside
wiring as covered by
Article 800 in the
National Electrical
Code, NFPA 70.

- The conductor gauge
to be used must be
between 16-20 AWG.
Maximum wire length
15 m (49.2 ft).

- All interconnecting
devices and wiring
must be Listed.

- All wiring shall
be performed in
accordance with
NFPA70, local codes
and authorities
having jurisdiction.

• System Considerations
- The access control

system shall not
impair the intended
operation of the
panic hardware used
in conjunction with it.

• Technical Specifications
- Operating conditions:

0 °C to 49 °C (32 °F to
120.2 °F. Humidity
85%±5% RH
(non-condensing).

Performance Levels for Access Control
This section contains performance level information
required for UL 294 compliance.

Feature Level

Destructive Attack Test I

Line Security I

Endurance IV

Standby Power I

Français

Informations sur la sécurité
Niveaux de risques
DANGER

Indique une situation dangereuse qui, si elle n'est pas
évitée, entraînera le décès ou des blessures graves.

AVERTISSEMENT
Indique une situation dangereuse qui, si elle n'est pas
évitée, pourrait entraîner le décès ou des blessures
graves.

ATTENTION
Indique une situation dangereuse qui, si elle n'est
pas évitée, pourrait entraîner des blessures légères
ou modérées.

AAAVISVISVIS
Indique une situation qui, si elle n'est pas évitée,
pourrait endommager l'appareil.

Autres niveaux de message
Important
Indique les informations importantes, nécessaires
pour assurer le bon fonctionnement de l’appareil.

Note
Indique les informations utiles qui permettront
d’obtenir le fonctionnement optimal de l’appareil.

Consignes de sécurité
AAAVISVISVIS
• Le produit Axis doit être utilisé conformément

aux lois et règlements locaux.
• Axis recommande d'utiliser un câble réseau

blindé (STP) CAT5 ou supérieur.
• Conserver ce produit Axis dans un environnement

sec et ventilé.
• Ne pas installer ce produit sur des poteaux,

supports, surfaces ou murs instables.
• Utiliser uniquement des outils recommandés

pour l'installation de l'appareil Axis. L'application
d'une force excessive sur l'appareil avec des
outils puissants pourrait l'endommager.

• Ne pas utiliser de produits chimiques, de
substances caustiques ou de nettoyants
pressurisés.

• Utiliser un chiffon propre imbibé d'eau pure pour
le nettoyage.

• Utiliser uniquement des accessoires conformes
aux caractéristiques techniques de votre produit.
Ils peuvent être fournis par Axis ou un tiers.
Axis recommande d'utiliser un équipement
d'alimentation Axis compatible avec votre
produit.

• Utiliser uniquement les pièces de rechange
fournies ou recommandées par Axis.

• Ne pas essayer de réparer vous-même ce produit.
Contacter l'assistance technique d'Axis ou
votre revendeur Axis pour des problèmes liés à
l'entretien.



• L'alimentation électrique doit être branchée à une
prise de courant installée près de l'équipement et
être facilement accessible.

Transport
AAAVISVISVIS
• Lors du transport du produit Axis, utilisez

l'emballage d'origine ou un équivalent pour éviter
d'endommager le produit.

Deutsch
Sicherheitsinformationen
Gefährdungsstufen
GEFAHR

Weist auf eine gefährliche Situation hin, welche, falls
nicht verhindert, zu Tod oder schweren Verletzungen
führen kann.

WARNUNG
Weist auf eine gefährliche Situation hin, welche, falls
nicht verhindert, zu Tod oder schweren Verletzungen
führen kann.

VORSICHT
Weist auf eine gefährliche Situation hin, welche,
falls nicht verhindert, zu geringfügiger oder mäßiger
Verletzung führen kann.

HINWEISHINWEISHINWEIS
Weist auf eine gefährliche Situation hin, welche, falls
nicht verhindert, zu Sachschäden führen kann.

Andere Meldeebenen
Wichtig
Weist auf wichtige Informationen hin, die den
richtigen Betrieb des Produkts gewährleisten.

Beachten
Weist auf nützliche Informationen hin, die die
optimale Verwendung des Produkts unterstützen.

Sicherheitsanweisungen
HINWEISHINWEISHINWEIS
• Das Axis-Produkt muss unter Beachtung der

geltenden Gesetze und Bestimmungen betrieben
werden.

• Axis empfiehlt die Verwendung eines
abgeschirmten Netzwerkkabels (STP) der
Kategorie 5 oder höher.

• Lagern Sie das Axis Produkt in einer trockenen
und belüfteten Umgebung.

• Das Produkt nicht an instabilen Masten,
Halterungen, Oberflächen oder Wänden
anbringen.

• Verwenden Sie bei der Installation des Axis
Produkts ausschließlich passende Werkzeuge.
Ein zu großer Kraftaufwand mit elektrischen
Werkzeugen kann das Produkt beschädigen.

• Verwenden Sie keine chemischen, ätzenden oder
aerosolhaltigen Reinigungsmittel.

• Verwenden Sie zum Reinigen ein sauberes, mit
destilliertem Wasser angefeuchtetes Tuch.

• Verwenden Sie nur Zubehör, das den technischen
Vorgaben Ihres Produkts entspricht. Dieses ist
von Axis oder Drittanbietern erhältlich. Axis
empfiehlt die mit Ihrem Produkt kompatible
Stromversorgung von Axis.

• Verwenden Sie ausschließlich Ersatzteile die von
Axis angeboten oder empfohlen werden.

• Versuchen Sie nicht, dieses Produkt selbsttätig zu
reparieren. Wenden Sie sich bezüglich Reparatur
und Wartung an den Axis Support oder Ihren
Axis Händler.

• Das Netzteil sollte an eine Steckdose in der Nähe
des Produkts angeschlossen werden und sollte
leicht zugänglich sein.

Transport
HINWEISHINWEISHINWEIS
• Bei Bedarf transportieren Sie das Axis

Produkt in der Originalverpackung oder einer
entsprechenden Verpackung, so dass Schäden
vermieden werden.

Italiano
Informazioni di sicurezza
Livelli di pericolo
PERICOLO

Indica una situazione pericolosa che, se non evitata,
provoca morte o lesioni gravi.

AVVERTENZA
Indica una situazione pericolosa che, se non evitata,
potrebbe provocare la morte o lesioni gravi.

ATTENZIONE
Indica una situazione pericolosa che, se non evitata,
potrebbe provocare lesioni medie o minori.

AAAVVISOVVISOVVISO
Indica una situazione che, se non evitata, potrebbe
danneggiare la proprietà.



Altri livelli di messaggio
Importante
Indica informazioni importanti, essenziali per il
corretto funzionamento del dispositivo.

Nota
Indica informazioni utili che aiutano a ottenere il
massimo dal dispositivo.

Informazioni di sicurezza
AAAVVISOVVISOVVISO
• Il dispositivo Axis deve essere utilizzato in

conformità alle leggi e alle disposizioni locali.
• Axis consiglia l'uso di un cavo di rete schermato

(STP) CAT5 o superiore.
• Conservare il dispositivo Axis in un ambiente

asciutto e ventilato.
• Non installare il dispositivo su supporti, superfici,

pareti o pali instabili.
• Utilizzare solo strumenti applicabili quando si

installa il dispositivo Axis. Se si utilizza una forza
eccessiva con strumenti non adatti è possibile
causare danni al dispositivo.

• Non utilizzare sostanze chimiche, agenti caustici
o detergenti aerosol.

• Utilizzare un panno pulito inumidito in acqua
pura per la pulizia.

• Utilizzare solo accessori compatibili con le
specifiche tecniche del dispositivo. Questi
possono essere forniti da Axis o da terze parti.
Axis consiglia l'uso dell'apparecchiatura di
alimentazione Axis compatibile con il dispositivo.

• Utilizzare solo parti di ricambio fornite o
consigliate da Axis.

• Non tentare di riparare il dispositivo da soli.
Contattare l'assistenza o il rivenditore Axis per
questioni relative alla manutenzione.

• Il dispositivo dovrebbe essere collegato ad una
presa di corrente vicina e facilmente accessibile.

Trasporto
AAAVVISOVVISOVVISO
• Durante il trasporto del dispositivo Axis, utilizzare

l'imballaggio originale o equivalente per evitare
danni al dispositivo.

Español

Información de seguridad
Niveles de peligro
PELIGRO

Indica una situación peligrosa que, si no se evita,
provocará lesiones graves o la muerte.

ADVERTENCIA
Indica una situación peligrosa que, si no se evita,
puede provocar lesiones graves o la muerte.

ATENCIÓN
Indica una situación peligrosa que, si no se evita,
puede provocar lesiones moderadas o leves.

AAAVISOVISOVISO
Indica una situación peligrosa que, si no se evita,
puede provocar daños materiales.

Otros niveles de mensaje
Importante
Indica información importante que es fundamental
para que el producto funcione correctamente.

Nota
Indica información útil que ayuda a aprovechar el
producto al máximo.

Instrucciones de seguridad
AAAVISOVISOVISO
• Este producto de Axis debe utilizarse de acuerdo

con las leyes y normativas locales.
• Axis recomienda utilizar un cable de red blindado

(STP) CAT5 o superior.
• Almacene el producto de Axis en un entorno seco

y ventilado.
• No instale el producto en postes, soportes,

superficies o paredes inestables.
• Utilice solo las herramientas correspondientes

cuando instale el producto de Axis. La aplicación
de una fuerza excesiva con herramientas
eléctricas puede provocar daños en el producto.

• No utilice limpiadores en aerosol, agentes
cáusticos ni productos químicos.

• Limpie con un paño limpio humedecido con agua
pura.

• Utilice solo accesorios que cumplan con las
especificaciones técnicas de su producto. Estos
accesorios los puede proporcionar Axis o un
tercero. Axis recomienda utilizar un equipo de
suministro de alimentación de Axis compatible
con su producto.

• Utilice solo piezas de repuesto proporcionadas o
recomendadas por Axis.

• No intente reparar el producto usted mismo.
Póngase en contacto con el servicio de asistencia
técnica de Axis o con su distribuidor de Axis para
tratar asuntos de reparación.

• La fuente de alimentación se enchufará a una
toma de conector instalada cerca del producto y
a la que se podrá acceder fácilmente.



Transporte
AAAVISOVISOVISO
• Cuando transporte el producto de Axis, utilice el

embalaje original o un equivalente para evitar
daños en el producto.

⽇本語
安全情報
危険レベル
危険
回避しない場合、死亡または重傷につながる
危険な状態を⽰します。

警告
回避しない場合、死亡または重傷につながる
おそれのある危険な状態を⽰します。

注意
回避しない場合、軽傷または中程度の怪我
につながるおそれのある危険な状態を⽰し
ます。

注記
回避しない場合、器物の破損につながるおそ
れのある状態を⽰します。

その他のメッセージレベル
重要
製品を正しく機能させるために不可⽋な重
要情報を⽰します。

注意
製品を最⼤限に活⽤するために役⽴つ有⽤
な情報を⽰します。

安全⼿順
注記
• 本製品は、お使いになる地域の法律や規
制に準拠して使⽤してください。

• Axisは、シールドネットワークケーブル
(STP) CAT5以上の使⽤を推奨します。

• 本製品は乾燥した換気のよい環境に保管
してください。

• 本製品を不安定なポール、ブラケット、
表⾯、または壁に設置しないでください。

• 本製品を設置する際には、適切な⼯具の
みを使⽤してください。電動⼯具を使⽤
して過剰な⼒をかけると、製品が損傷す
ることがあります。

• 化学薬品、腐⾷剤、噴霧式クリーナーは
使⽤しないでください。

• 清掃には、きれいな⽔に浸した清潔な布
を使⽤してください。

• 製品の技術仕様に準拠したアクセサリー
のみを使⽤してください。これらのアク
セサリーは、Axisまたはサードパーティか
ら⼊⼿できます。 Axisは、ご使⽤の製品
と互換性のあるAxis給電ネットワークス
イッチの使⽤を推奨します。

• Axisが提供または推奨する交換部品のみを
使⽤してください。

• 製品を⾃分で修理しないでください。修
理については、Axisサポートまたは販売代
理店にお問い合わせください。

• 電源は、製品の近くで簡単に⼿の届く場
所にあるコンセントに接続してください。

輸送
注記
• 本製品を運搬する際は、製品が損傷しな
いよう、元の梱包か同等の梱包を使⽤し
てください。
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