
The Genie GHD2SMO/D is a 2MP 4in1 HD 
Analogue camera with a 3.6mm Conical lens 

inside a smoke detector case, suitable for 
covert operations.

Key Features

2MP 4in1 Analogue HD Camera in a Smoke Detector Case – Downwards View

GHD2SMO/D

COVERT CAMERA

• 1/7” 2MP CMOS Sensor  

• AGC, AWB, AES 

• 3D DNR

• 100dB WDR 

• AHD/CVI/TVI/CVBS Optional Output 

• DC12V

• Downwards View

• Conical Pinhole Lens                                                                               



      

Bioaccess Sales Ltd. reserves the right to change 
specifi cations without notice. Please contact your 
representative to confi rm current specifi cations.
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Website www.genieproducts.co.uk

Specifi cation

Accessories

PSU1SM
DC12V 1A Regulated Switch 
Mode Power Supply

Functions

White Balance Auto/Manual

WDR 100dB WDR

Auto Gain Control
(AGC)

Auto

Day & Night Ext/Auto/Colour/B&W

Noise Deduction 3DNR

Angle 75°

S/N Ratio 39dB(AGC OFF)

Synchronization Internal synchronization

Others

Power Supply DC12V±10%

Power Consumption <5W

Working Temperature/
Humidity

-10°c ~ 60°c, Humidity 90% or less 
(non-condensing)

Storage Temperature -20°c ~ 60°c

Camera

Image Sensor 1/2.7”  2MP CMOS Sensor

Signal System PAL/NTSC

Minimum Illumination IR N/A

Lens 3.6mm conical pinhole lens

Shutter Auto

Effective Pixel 1920(H) x 1080(V) 

Video Output CVI, TVI, AHD (1080P@25fps, 
1080P@30fps, 720P@25fps, 
720P@30fps) CVBS (1280×576,  
1280×480)


