Security

Accessories

‘Cig-Arréte © SD Evolution’ Infra-Red Remote Controller

The Cig-Arréte® SD Evolution range is completely configurable using the remote controller.

Custom Design

CSA-IR2

Part No CSA-IR2 provides all the functionality to control all the products in the SD Evolution range at a distance of 6 metres

from the product.

Colour coded, the remote controller allows complex configurations of Cig-Arréte, SpeechPOD and RadAlert products, with
simple feedback in the language of your choice to ensure that you have configured the product correctly.

All you need is one controller, no matter how many SD Evolution products you have in your facility.

General Functions

Select Product ON/OFF

Select Volume Level

1to3

Select Language

English
French
German
Italian
Spanish
American

Cig-Arréte Functions

Select Flame Sensitivity

1to 5 and OFF

Select Smoke Sensitivity

1to 5 and OFF

Select Message

Any number of messages
that are programmed onto
SD card

Select Smoke Transient

ON or OFF

Select Message Repeats

1to 3 or OFF

SpeechPOD & RadAlert Function

Select Message

Any number of messages
that are programmed onto
SD card

Select Delay Before Activation

30 secs to 60 minutes

Select Delay After Activation

30 secs to 60 minutes

Select Cleaner Mode

10 minutes to 60 minutes

Select Left to Right Message

From programmed

messages

Select Right to Left Messages From programmed
messages

Select Message Repeats 1to 3 or OFF

Select Sequential Messaging ON or OFF
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